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ZERTIFIKAT e CERTIFICATE

Product Service

CERTIFICATE

No. Z109 1267475 002

Holder of Certificate: REEL TECH CO., LTD.
1402-26, Shindae-Ri, Haeryong-Myun
Suncheon-Si, Junnam 540-853
REPUBLIC OF KOREA

Certification Mark:

A Production monitored
Safoty tosted

Product: Lifting Devices
(Remote Lighting Lifter)

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate
to third parties. See also notes overleaf.

Test report no.: MAEBO0118619

X 265_409
Date, 2009-12-28 ( Tae-Ho Kim )
Page 1 of 2

TUV SUD Product Service GmbH - Zertifizierstelle - RidlerstraBe 65 - 80339 Miinchen - Germany TOV



A1/07.09

b
<L
]
-
=
[
(S5
(&)
4
o
am]
<
=]
-
—
oo
bt
(&)
\ 4
-
<
x
s
©
=
[
=™
L]
[
\ 4

=

=21
o/l o

ZERTIFIKAT e CERTIFICATE

CERTIFICATE

No. 2109 1267475 002

Model(s):

Parameters:

Tested
according to:

Production
Facility(ies):
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TUV SUD Product Service GmbH - Zertifizierstelle -

Product Service

CDI-15, CSI-5, CSI-7, CSI-10, CSI-12, FSI-2,
HDI-25, HDI-30, HSI-12, HSI-18, LSI-10C, LSI-10L,
PDI-35, PDI-50, PFI1-100, PF1-200, PFI-300, PFI-500,
PF1-1000, PFI-1500, PSI-20, PSI-30, SDI-20, SSI-10

Rated voltage:
Rated frequency:
Rated current:
Lifting weight:
Protection class:

CSI-10 CSI-12  FSI-2
AC 230V AC 230V AC 230V
50 Hz 50 Hz 50 Hz
2A 2A 2A

10 kg 12 kg 2 kg

| | |

HSI-18  LSI-10C LSI-10L
AC 230V AC 230V AC 230V
50Hz 50Hz 50 Hz
2A 2A 2A
18kg 7 kg 10 kg

| | |

PFI-200 PFI-300 PFI-500
AC 230V AC 230V AC 230V
50 Hz 50 Hz 50 Hz
2A 2A 2A
200kg 300kg 500kg

| I I

PSI-20  PSI-30 SDI-20
AC 230V AC 230V AC 230V
50Hz 50Hz  50Hz
2A 2A 2A

20 kg 30 kg 20 kg

I I I

EN ISO 12100-1:2003
EN ISO 12100-2:2003
EN ISO 13850:2006
EN 14492-1:2006

EN 60204-32:2008

67475

CDI-15 CSI-5
AC 230V AC 230V
50 Hz 50 Hz

2 A 2A

15 kg 5 kg

| |

HDI-25 HDI-30

AC 230V AC 230V

50Hz 50 Hz
2A 2A
25kg 30 kg

| |
PDI-35 PDI-50

AC 230V AC 230V

50 Hz 50 Hz
2A 2A
35 kg 50 kg

PFI-1000PFI-1500
AC 230V AC 230V
50 Hz 50 Hz
2A 2A

CSI-7
AC 230V
50 Hz
2A

7 kg

i

HSI-12
AC 230V
50 Hz
2A

12 kg

|

PFI-100
AC 230V
50 Hz
2A

100 kg

|

1000 kg 300-1500 kg

| I

SSI-10
AC 230V
50 Hz
2A

10 kg

|
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